
This new landscape product offers thatch, resulting in a plush body, reducing the amount of infill 
needed.  This product was designed as a next generation playground product but can be used for 
landscapes, pet areas, fringes, and much more.  This product can be installed indoors or outdoors 
on concrete or a compacted aggregate base.

APPLICATION

FEATURES AND BENEFITS

*Custom colors available upon request

•   High performance quality

•   Reacts naturally

•   Improved durability and safety

•   Virtually maintenance free

•   Clean and can be cleaned easily

•   Consistent performance over time 

and use

GT-92



PROPERTY

Primary/Stalk Yarn Polymer

Secondary/Thatch Yarn Polymer

Yarn Cross Section

Standard Colors

Additional Colors

UV Stabilized

Fabric Construction

Primary Backing

Coating Type(s)

Perforations

Polyethylene Yarn Denier/Ends

Texturized Polyproylene Denier/Ends (Thatch)

Recommended Infill

Pile Height

Total Weight 

Fabric Width

DESCRIPTION

Polyethylene

Polypropylene

Polyethylene Monofilament Classic Spine/ 
Texturized Polypropylene

Field with Forest/Olive Thatch

Red; White; Blue; Yellow; Black

Yes

Tufted

Dual layered woven polypropylene

SilverBack™ Polyurethane

Yes

1500/6

4600/8

2-3 lbs. Silica Sand

1 1/8”

87 oz.

15 Ft.

CURB

INFILLED SYNTHETIC 
TURF SYSTEM

COMPACTED SUBGRADE

2" DEPTH 1/4"-3/8" 
CLEAN AGGREGATE

4" DEPTH 3/4" TURF 
AGGREGATE

ASPHALT

8" FLYASH UNDER 
TURF GRAVEL

INSTALL FILTER FABRIC BELOW AGGREGATE BASE
COURSE AND AT BOTTOM & SIDES OF TRENCH

9" PERFORATED COLLECTOR
SUB-DRAIN

16" FLYASH UNDER
ASPHALT

SLOPE SUBGRADE @ .5%
TOWARDS COLLECTOR TRENCH

GEOTEXTILE FABRIC,
COVER ENTIRE SUBGRADE

PANEL DRAIN

PRESSURE TREATED 2X4 ANCHOR TO
CONCRETE CURB W/ 1/2"Ø STAINLESS

STEEL EXPANSION ANCHORS

RESILIENT SURFACING

6" X 12" CONC. CURB W/ 
TWO #4 REBAR

6"
MIN.

6"
MIN.

9" M
IN

.

SLOPE
TO
DRAIN

FREE DRAINING BASE STONE

FREE DRAINING FINISHING STONE,
LASER GRADE ONLY

SYNTHETIC TURF SYSTEM

2" X 3" SHELF FOR TIMBER. ATTACH 
TURF BACKING TO TIMBER W/ S.S 
SCREWS AT 12" O.C.

6" X 8" CEDAR OR P.T. TIMBER 
(1/2" REVEAL) WITH GALV. STEEL 
SPIKES @ 2' O.C.3/4" CHAMFER

BOTH SIDES

MATERIAL VARIES,
SEE PLAN

BOARD
NAILER

GT-92


